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MATERIAL NUMBER CUSTOMER SHEET NUMBER

GENERAL MARKET  1 OF 1

CURRENT REV DESC:

EC NO: 732246
DRWN: AISHIKAWA 2022/06/13
CHK'D: AIDA 2024/01/10
APPR: SAKIYAMA 2024/01/11
INITIAL REVISION:
DRWN: AIDA 2003/05/19
APPR: JMIYAZAWA 2003/05/19
THIRD ANGLE PROJECTION DRAWING SERIES

A3-SIZE 53314

DIMENSION UNITS SCALE

mm NTS
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ±  °

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±
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WITHIN DIMENSIONS

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION

GENERAL TOLERANCES
(UNLESS SPECIFIED)

10 UNDER ± 0.2
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DOCUMENT STATUS P1 RELEASE DATE 2024/01/11 10:46:34
FORMAT: master-tb-prod-A3
REVISION: J1
DATE: 2021/05/01

番号
NO.

部品
PART

材質
MATERIAL

① ウエハー
WAFER

Running Change　PA→PBT,ガラス充填,UL94 V-0,色：灰
Running Change　PA→PBT,GLASS FILLED,UL94 V-0,COLOR:GRAY

② イジェクター
EJECTOR

PBT,ガラス充填,UL94 V-0,色：灰
PBT,GLASS FILLED,UL94 V-0,COLOR:GRAY

③ ピン
PIN

黄銅
BRASS
錫めっき：1.0 MICROMETER MINIMUM
PRE-TIN PLATING (MATTE TIN)
ニッケルめっき(下地全面) : 0.5 MICROMETER MINIMUM
NICKEL (UNDER-PLATING OVERALL)

注記：
NOTES :

材質：TABLE 1参照
MATERIAL : SEE TABLE 1

2. 適合ハウジング：51089 ***5, 52478 **15
APPLICABLE HOUSING : 51089 ***5, 52478 **15

3. 推奨基板厚：t=1.6mm
RECOMMENDED PCB THICKNESS : t=1.6mm
イジェクターが開いている状態
EJECTORS IN OPEN POSITION
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